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Laboratory Microscope

The all new PriorLab microscope provides a high quality yet
economical choice for a broad range of laboratory needs
and life science applications. It is ideal for tertiary education,

medical schools and clinical laboratories. The PriorLab’s robust

design, high quality optics, and a precision feel will result in greater
comfort and productivity. A focusing, centerable substage condenser provides
Kohler illumination and ensures crisp, high resolution images across the field of view.
Ergonomic and simple to operate, PriorLab’s robust design will withstand the rigors

of constant use.

PriorLab Specifications

Viewing Heads
PriorLab is available with a choice of monocular, binocular or trinocular viewing
heads, each with a 45° angle of inclination and capable of 360° rotation.

The binocular and trinocular’s eyepiece tubes provide dual diopter adjustment
to ensure parfocality at any interpupillary distance from 55mm to 75mm. The
trinocular head accepts a range of c-mount adapters and is equipped with a

80/20 prism which sends 80% of the light to the camera and 20% to the eyepieces.

Graduated Mechanical Stage
The right hand control, graduated mechanical stage with 75mm x 55mm travel is standard on
all models of the PriorLab microscope. Overall stage dimensions are 185mm x [45mm.
Ball bearing runners provide smooth positioning and years of reliable use. A spring-

loaded stage clamp assures exact positioning of slides.

Quality Optics
Superior image quality is assured by PriorLab’s new range of achromatic and
planachromatic objectives. All objectives are parfocal and parcentered and the
40x and 100x objectives are spring loaded to prevent specimen damage. Widefield
10X eyepieces are supplied as standard. The focusing
substage mounted condenser with 1.25

N.A. coated lenses is centerable,
providing Kéhler illumination and

superb specimen definition.




— Quadruple Revolving Nosepiece
PriorLab’s modern inward facing nosepiece is mounted on a precision ball bearing mechanism with positive detente
stops which provide precise optical alignment and durable performance. The orientation of the nosepiece gives clear

access to the specimen.

—Precise Focusing Mechanism

The focusing mechanism has coaxial coarse and fine knobs with easy to read
graduations. The fine adjustment works over the entire coarse focus range allowing
quick and accurate focusing at any position. A coarse focus tension adjustment is

standard and an adjustable stage stop prevents damage to specimens and objectives.

— Kohler lllumination System

The PriorLab features a 12V 30W in-base halogen illuminator. A substage
illuminator with field iris diaphragm provides the added benefits of Kéhler
illumination for clear, sharp images. The lamp intensity control is conveniently

located.

— Sturdy Stand and Base
The PriorLab design combines stability with operator comfort. A wide,
low profile base and E limb stand ensure image stability, while the

operators arms rest comfortably on the base during operation.

PriorLab Accessories

Phase Contrast
A phase contrast kit is invaluable for the observation of transparent

specimens such as living cells, organisms and many other specimens
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Dark Field

A dark field condenser is available for work requiring dark ground observation.

Polarizing Accessories

An analyser and polarizer WPOL, can easily be fitted in the light path for simple

polarized light microscopy.



Photomicrography

The PriorLab’s trinocular viewing head is ideal for a
variety of photo-documentation, imaging, and teaching
applications. C-Mount adapters are available to allow
intergration with a variety of digital and video cameras.
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